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VPLED

ORIONLED SPECIFICATION
• IP66 Corrosion, dust and moisture 
 resistant LED Luminaire
• GRP lighting grey impact resistant 
 body, polycarbonate clear diffuser
• Luminaire can be surface, trunking 
 mounted or suspended through 
 wiring facility supplied with 
 integral Tridonic LED driver

Add suffix to catalogue number: 
HFD: DSI dimmable. HFDD: DALI. 
MD: Microwave detector. 
EM3: Emergency three hour maintained. 
ST: Self test. DEM3: DALI emergency.

CAT 
No

Colour 
Temp     
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Life     
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Delivered 
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Connected 
Load Total 

Watts    
(tcw)

Luminaire 
System 
Efficacy 
(lm/W)

VPX14 4000 80 50000 1610 14 115
VPX24 4000 80 50000 2760 24 115
VPX28 4000 80 50000 3248 28 115
VPX36 4000 80 50000 4140 36 115
VPX45 4000 80 50000 5310 45 118
VPX49 4000 80 50000 5831 49 119
VPX60 4000 80 50000 7140 60 119

L B H D Kg
610 60 85 450 1.7

1240 60 85 660 1.85
1240 60 85 660 1.9
1540 60 85 660 2.5
1540 60 85 660 3
1540 104 85 900 3.2
1540 104 85 900 3.5

Please note that with the continuous rapid development in lighting technology, specification 
values may change. Contact our technical department for details. We reserve the right to 
amend or change details without prior notification. All performance data is taken at an 
ambient temperature of +25°C. Lumens and connected system load are subject to an initial 
tolerance of up to +/- 10%.

• Tamper proof clips
• 3 hour emergency
• Self test
• DALI
• Microwave sensor
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